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Die Firmen von KUNZE 
KUNZE GmbH
KUNZE Vermietung & Service GmbH
KUNZE AT GmbH
KUNZE Spezialmaschinen GmbH

M. sales@kunze-buehnen.com
M.  mieten@kunze-buehnen.com
T.   08062 726110

LKW - ARBEITSBÜHNE 

by DINO Lift

 Vermietung und Verkauf

 Schulungen und Service

 Ersatzteile zahlreicher  

 Hersteller

 Partner in ganz Deutschland 

 (+ AT und CH)

 Eigener Vertrieb in AT

 Erfahrung seit über 30 Jahren

Besonderheiten

 Einfaches Verfahren mit 
 Zugfahrzeug oder per Hand   
 vor Ort
 Arbeitskorb für 2 Personen
 einfache & verständliche   
 Bedienung
 kompakte Abmessungen

180T
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Technical data

Technical data

• Generator as standard; providing a power source for both the platform and tools

• Spider outriggers; great leveling capability in slopy terrain

• Robust boom; stable movements and large outreach
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215 KG 

120 KG 

80 KG 

180T 180TB

Max. working height 18.00 m 18.00 m
Max. platform height 16.00 m 16.00 m
Max. outreach 10.70 m 10.70 m
Support width 3.8 / 4.2 m 3.8 / 4.2 m
Lifting capacity 215 kg 215 kg
Basket size 0.7 x 1.3 m 0.7 x 1.3 m
Boom rotation cont. cont.
Basket rotation 90 ° 90 °
Boom control proport. proport.
Transport length 7.46 m 7.42 m
Transport width 1.78 m 1.78 m
Transport height 2.19 m 2.19 m
Weight 1840 kg 1945 kg
Driving system std std
AC socket in the basket x 2 std std
Electro motor std –
Petrol power pack opt. –
Batteries 235 Ah – std
DC Motor – std
Gradeability 25 % 25 %
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215 KG 

120 KG 

80 KG 

Max. working height 23.00 m
Max. platform height 21.00 m
Max. outreach 11.70 m
Support width 4.40 / 4.85 m
Lifting capacity 215 kg
Basket size 0.7 x 1.3 m
Boom rotation cont.
Basket rotation 90 °
Boom control proport.
Transport length 8.15 m
Transport width 2.05 m
Transport height 2.24 m
Weight 2960 kg
Driving system std
AC socket in the basket x 2 std
Electro motor std
Generator pack std
Gradeability 25 %

Dinolift Oy
Raikkolantie 145 • FI-32210 LOIMAA • FINLAND 

Tel. +358 (0)20 1772 400 • Fax +358 (0)2 76 27 160
www.dinolift.com

Up to the Job

Technical specifications are subject to change 
without prior notice.
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DIMENSIONEN UND ABMESSUNGEN

TECHNISCHE  DATEN 180T

max. Arbeitshöhe 18,0 m

max. Plattformhöhe  16,0 m 

max. seitliche Reichweite 10,70 m

Tragkraft 215 kg

Korbabmessungen 1,3 x 0,7 m

Länge des Fahrzeugs 7,46* m 

Breite des Fahrzeugs 1,78* m

Höhe des Fahrzeugs 2,19* m 

Drehbereich endlos

Korbdrehbereich +/- 90°

Neigung 25%

Steuerung elektrisch 

Gewicht 1.840 kg


